
 

 ART. AP - COUPLING PRESS with GAS FILLING INSULATING
 GLASS



The Coupling Press with Gas Filling Art. AP offers precision 
and high adaptability to different production needs. 

The incoming pane is immediately scanned by a system of 
sensors that detect the thickness of the pane, the thickness 
of the frame and butyl and the dimensions of the sheet, to 
calculate the volume of the chamber and the amount of gas 
required.

Art. AP can also be equipped with a double circuit for the 
emission of the gas (optional): it can therefore use argon or 
krypton for filling the chamber.

FLEXIBILITY  
FIRST AND FOREMOST

Performs the coupling and 
pressing of insulating glass 
units quickly and with absolute 
precision, managing both rigid 
and flexible frames. 
It can fill one or more chambers 
with different types of gas, even 
in the case of offset units.

COUPLING PRESS  
WITH GAS FILLING  
ART. AP



OFFSET  
OPTION

As an option, the Art. AP can process offset 
glass units up to 100 mm on each side.

In this case, the outfeed conveyor is 
automatically positioned according to the 
thickness of the pane and frames, allowing 
the transit of the units and avoiding the 
sliding of the smaller panes. 

ALSO IN THE “NO 
LIMITS” VERSION!

The Art. AP coupling press is also available in 
the "No Limits" version, to process extra-Jumbo 
insulating glass units.

In fact the "No Limits" configuration allows to 
assemble units of up to 15 meters in length and 
3.30 meters in height, with thicknesses of up to 
100 mm (assembled).

It can support a weight of 550 kg per linear 
meter and can manage offsets up to 1000 mm 
horizontally and 250 mm on the lower side.

SUCTION CUPS ON 
THE REAR SURFACE

The Art. AP coupling press is equipped with 
retractable suction cups also on the rear surface.

In this way it is possible to manage glass 
curvatures (even in the case of laminated panes) 
and ensure the precise gas filling at all times.

Art. Ap can “correct” non planarity up to 2.5 mm 
per linear meter of glass.



 

*Forel is constantly working on the development of new solutions.
Some data present in this leaflet may differ from the models available on the market.

Technical characteristics

Model (HT series) 4020 4025 5028 6033

Width (mm) 4,350 4,350 5,400 6,400

Height (mm) 2,900 3,450 3,800 4,400

Depth (mm) 4,000 4,000 4,500 4,500

MAX pane length (mm) 4,000 4,000 5,000 6,000

MAX pane height (mm) 2,000 2,500 2,800 3,300

MIN unit thickness (mm) 3 + 6 + 3

MAX unit thickness (mm) 80 (100 optional)

MAX transportable weight - unit 400 kg/linear metre

MAX controlled curvature 2.5 mm/m
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